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r o u g h  t e r r a i n  f o r k l i f t  t r u c k s



LLOYD’S REGISTER QUALITY ASSURANCE
Directive 2000/14/CE

UNE-EN 37544
UNE-EN 12053

ISO 3534
UNE-EN 60704-3

ISO 4871
EN 27574/1, 4

To  prove our CE Certificate and to guarantee the quality and safety, we subject our machines to several procedures guided by essays and 
norms codes, which meet the corresponding Guidelines on machinery 98/37/CE, gas emissions 97/68/CE, electromagnetic compatibility 
89/336/CE and sounds 2000/14/CE. Accredited laboratories by E.N.A.C subject our machines to strict tests on stability, noise emission, 
electromagnetic radiation, etc. Tests that shall be verified and accredited subsequently by world-wide renown organisations of  the prestige 
of  Bureau Veritas, Lloyd’s Register and T.Ü.V. Our product test and control department carries out very strict checking  (100%) procedures 
to check that the levels emitted do not exceed the allowed threshold and takes on studies on materials, devices and measurements to reduce 
such effects. Pursuing a policy of  improvement and contribution by means of  experience and knowledge in our sector, MECANO 
CONTINENTAL, S.A. is now processing its affiliation to the Federation of  Employers of  Material handling, F.E.M., and maintains a 
close collaboration with the Centro Tecnológico del Metal with the development of  new projects.

r o u g h  t e r r a i n2006 range

q u a l i t y  a n d  s a f e t y

89/336/CEE
UNE-EN 55012
UNE-EN 12895

TESTING
Rough terrain trucks

Stability tests
ISO 8379 

 UNE-EN 1726-1

MAST EXPLORER
Model : H----WD



H 1 2 DModel

by

r o u g h  t e r r a i n  f o r k l i f t  t r u c k s



H 1 2 DModel

K

L

3.835 mm
1.480 mm

600 mm
1.380 mm
1.890 mm
1.108 mm
1.108 mm
1.030 mm

270 mm
2.500 mm
 3.860 mm
3.455 mm
1200 mm

A
B
C
D
E
F
G
H
I
J
K
L
M

TOTAL LENGTH
AXLES DISTANCE
REAR PROJECTION
TOTAL WIDTH
TOTAL HEIGHT
FRONT AXLE WIDTH
REAR AXLE WIDTH
DRIVER SEAT HEIGHT
GROUND CLEARANCE
LENGTH UP TO THE CARRIAGE
TURNING RADIUS
AISLE WIDTH
FORKS LENGTH

I

J

D F G

A

E

H

B CM

4x4
3.835 mm
1.480 mm

600 mm
1.380 mm
1.890 mm
1.108 mm
1.108 mm
1.030 mm

270 mm
2.500 mm
2.623 mm
3.455 mm
1200 mm

4x2

C a pa c i d a d  n o m i n a l

C e n t r o  d e  c a r g a

R u e d a s

R u e d a s  M o t r i c e s

M á s t i l  s ta n d a r d

P e n d i e n t e  s u p e r a b l e

P e s o  t o ta l

M o t o r

Tr a n s m i s i ó n

M á s t i l e s  d i s p o n i b l e s

D e s p l a z a d o r

Nominal capacity, Tragkraft, Capacité

Load center, Lastschwerpunkt, Centre de charge

Wheels type, Reifen, Type de roues

Driving wheels, Antrieb, Roues motrices

Standard mast, Standard Mast, Mâst standard

Gradeability, Ersteigbarer Hang, Pente superable

Total weight, Gewicht, Poids total

Engine, Motor, Moteur

Transmission, Getriebe, Transmission

Masts, Masten, Mâts

Sideshift

Technical
speci f icat ions

1200 kg

500 mm

Neumáticas 10 lonas

4x2 / 4x4 

2300 mm

30%

4x2 2700 kg 

Perkins 403.11

Hidrostática  automotive HP

Dúplex: 2,3 m / Tríplex: 3,5 m

Incluido - Integrado

Technical  detai ls,  Technishe daten, Caractér ist iques techniques

C A R A C T E R Í S T I C A S  T É C N I C A S

Pneumatic 10 plies / Luftreifen 10 Lagen / Pneumatiques 10 lones 

4x4 2750 kg

3cil. / 26,4 hp

Hydrostatic, Hydrostrat, Hydostatique

Duplex / Triplex

Standard - Integrated, Eingebaut, Integre



H 1 5 DModel

by

r o u g h  t e r r a i n  f o r k l i f t  t r u c k s



K

L

3.835 mm
1.480 mm

600 mm
1.380 mm
2.000 mm
1.108 mm
1.108 mm
1.030 mm

270 mm
2.500 mm
 3.860 mm
3.455 mm
1200 mm

A
B
C
D
E
F
G
H
I
J
K
L
M

TOTAL LENGTH
AXLES DISTANCE
REAR PROJECTION
TOTAL WIDTH
TOTAL HEIGHT
FRONT AXLE WIDTH
REAR AXLE WIDTH
DRIVER SEAT HEIGHT
GROUND CLEARANCE
LENGTH UP TO THE CARRIAGE
TURNING RADIUS
AISLE WIDTH
FORKS LENGTH

I

J

D F G

A

E

H

B CM

4X2 4X4
3.835 mm
1.480 mm

600 mm
1.380 mm
2.000 mm
1.108 mm
1.108 mm
1.030 mm

270 mm
2.500 mm
2.623 mm
3.455 mm
1200 mm

C a pa c i d a d  n o m i n a l

C e n t r o  d e  c a r g a

R u e d a s

R u e d a s  M o t r i c e s

M á s t i l  s ta n d a r d

P e n d i e n t e  s u p e r a b l e

P e s o  t o ta l

M o t o r

Tr a n s m i s i ó n

M á s t i l e s  d i s p o n i b l e s

D e s p l a z a d o r

Nominal capacity, Tragkraft, Capacité

Load center, Lastschwerpunkt, Centre de charge

Wheels type, Reifen, Type de roues

Driving wheels, Antrieb, Roues motrices

Standard mast, Standard Mast, Mâst standard

Gradeability, Ersteigbarer Hang, Pente superable

Total weight, Gewicht, Poids total

Engine, Motor, Moteur

Transmission, Getriebe, Transmission

Masts, Masten, Mâts

Sideshift, TDL, Seitenschieber

H 1 5 DModel Technical
speci f icat ions

Technical  detai ls,  Technishe daten, Caractér ist iques techniques

C A R A C T E R Í S T I C A S  T É C N I C A S

1.500 kg

500 mm

Neumáticas 10 lonas

4x2 / 4x4 

2.700 mm

30%

4x2 3.000 kg 

Perkins 403.15

Hidrostática  automotive HP

Dúplex: 2,7 m / Tríplex: 3,7 m

Incluido - Integrado

Pneumatic 10 plies / Luftreifen 10 Lagen / Pneumatiques 10 lones 

4x4 3.100 kg

3cil. / 32 hp

Hydrostatic, Hydrostrat, Hydostatique

Duplex / Triplex

Standard - Integrated, Eingebaut, Integre



H 2 0 D lModel

by

r o u g h  t e r r a i n  f o r k l i f t  t r u c k s



K

L

3.835 mm
1.480 mm

700 mm
1.380 mm
2.000 mm
1.108 mm
1.108 mm
1.030 mm

270 mm
2.620 mm
 3.860 mm
3.455 mm
1200 mm

A
B
C
D
E
F
G
H
I
J
K
L
M

TOTAL LENGTH
AXLES DISTANCE
REAR PROJECTION
TOTAL WIDTH
TOTAL HEIGHT
FRONT AXLE WIDTH
REAR AXLE WIDTH
DRIVER SEAT HEIGHT
GROUND CLEARANCE
LENGTH UP TO THE CARRIAGE
TURNING RADIUS
AISLE WIDTH
FORKS LENGTH

I

J

D F G

A

E

H

B CM

4x2 4x4

3.835 mm
1.480 mm

600 mm
1.380 mm
2.000 mm
1.108 mm
1.108 mm
1.030 mm

270 mm
2.500 mm
2.623 mm
3.455 mm
1200 mm

C a pa c i d a d  n o m i n a l

C e n t r o  d e  c a r g a

R u e d a s

R u e d a s  M o t r i c e s

M á s t i l  s ta n d a r d

P e n d i e n t e  s u p e r a b l e

P e s o  t o ta l

M o t o r

Tr a n s m i s i ó n

M á s t i l e s  d i s p o n i b l e s

D e s p l a z a d o r

Nominal capacity, Tragkraft, Capacité

Load center, Lastschwerpunkt, Centre de charge

Wheels type, Reifen, Type de roues

Driving wheels, Antrieb, Roues motrices

Standard mast, Standard Mast, Mâst standard

Gradeability, Ersteigbarer Hang, Pente superable

Total weight, Gewicht, Poids total

Engine, Motor, Moteur

Transmission, Getriebe, Transmission

Masts, Masten, Mâts

Sideshift, TDL, Seitenschieber

H 2 0 D LModel Technical
speci f icat ions

Technical  detai ls,  Technishe daten, Caractér ist iques techniques

C A R A C T E R Í S T I C A S  T É C N I C A S

2.000 kg

500 mm

Neumáticas 10 lonas

4x2 / 4x4 

2.700 mm

30%

4x2 3.200 kg 

Perkins 403.15

Hidrostática  automotive HP

Dúplex: 2,7 m / Tríplex: 3,7 m

Incluido - Integrado

Pneumatic 10 plies / Luftreifen 10 Lagen / Pneumatiques 10 lones 

4x4 3.300 kg

3cil. / 32 hp

Hydrostatic, Hydrostrat, Hydostatique

Duplex / Triplex

Standard - Integrated, Eingebaut, Integre



H 2 5 D AModel

by

r o u g h  t e r r a i n  f o r k l i f t  t r u c k s



K

L

I

J

D F G

A

E

H

B CM

4.240 mm
1.870mm

540 mm
1.610 mm
2.160 mm
1.270 mm
1.270 mm
1.030 mm

330 mm
3.000 mm
 2.900 mm
 4.930 mm
1.200 mm

A
B
C
D
E
F
G
H
I
J
K
L
M

TOTAL LENGTH
AXLES DISTANCE
REAR PROJECTION
TOTAL WIDTH
TOTAL HEIGHT
FRONT AXLE WIDTH
REAR AXLE WIDTH
DRIVER SEAT HEIGHT
GROUND CLEARANCE
LENGTH UP TO THE CARRIAGE
TURNING RADIUS
AISLE WIDTH
FORKS LENGTH

4X2

4.240 mm
1.950 mm

540 mm
1.610 mm
2.160 mm
1.270 mm
1.245 mm
1.030 mm

330 mm
3.000 mm
 4.400 mm
 6.430 mm
1.200 mm

4X4

C a pa c i d a d  n o m i n a l

C e n t r o  d e  c a r g a

R u e d a s

R u e d a s  M o t r i c e s

M á s t i l  s ta n d a r d

P e n d i e n t e  s u p e r a b l e

P e s o  t o ta l

M o t o r

Tr a n s m i s i ó n

M á s t i l e s  d i s p o n i b l e s

D e s p l a z a d o r

Nominal capacity, Tragkraft, Capacité

Load center, Lastschwerpunkt, Centre de charge

Wheels type, Reifen, Type de roues

Driving wheels, Antrieb, Roues motrices

Standard mast, Standard Mast, Mâst standard

Gradeability, Ersteigbarer Hang, Pente superable

Total weight, Gewicht, Poids total

Engine, Motor, Moteur

Transmission, Getriebe, Transmission

Masts, Masten, Mâts

Sideshift, TDL, Seitenschieber

H 2 5 DAModel Technical
speci f icat ions

2.500 kg

500 mm

Neumáticas 12 lonas

4x2 / 4x4 

3.300 mm

35%

4x2 4.200 kg 

4x2 Perkins 404C.22   4cil. / 52 hp / 45,5 kw 

Hidrostática Rexroth

Dúplex: 3,3 - 4,0 m / Tríplex: 4,0 - 4,7 - 5,5 - 6,0 m

Incluido

Technical  detai ls,  Technishe daten, Caractér ist iques techniques

C A R A C T E R Í S T I C A S  T É C N I C A S

Pneumatic 12 plies / Luftreifen 12 Lagen / Pneumatiques 12 lones 

4x4 4.250 kg

4x4 Perkins 404C.22T 4cil. / 61 hp / 38 kw

Hydrostatic, Hydrostrat, Hydostatique

Duplex / Triplex

Standard - Integrated, Eingebaut, Integre



H 3 0 D AModel

by

r o u g h  t e r r a i n  f o r k l i f t  t r u c k s



K

L

I

J

D F G

A

E

H

B CM

4.240 mm
1.870mm

540 mm
1.610 mm
2.160 mm
1.270 mm
1.270 mm
1.030 mm

330 mm
3.000 mm
 2.900 mm
 4.930 mm
1.200 mm

A
B
C
D
E
F
G
H
I
J
K
L
M

TOTAL LENGTH
AXLES DISTANCE
REAR PROJECTION
TOTAL WIDTH
TOTAL HEIGHT
FRONT AXLE WIDTH
REAR AXLE WIDTH
DRIVER SEAT HEIGHT
GROUND CLEARANCE
LENGTH UP TO THE CARRIAGE
TURNING RADIUS
AISLE WIDTH
FORKS LENGTH

4X2

4.240 mm
1.950 mm

540 mm
1.610 mm
2.160 mm
1.270 mm
1.245 mm
1.030 mm

330 mm
3.000 mm
 4.400 mm
 6.430 mm
1.200 mm

4X4

C a pa c i d a d  n o m i n a l

C e n t r o  d e  c a r g a

R u e d a s

R u e d a s  M o t r i c e s

M á s t i l  s ta n d a r d

P e n d i e n t e  s u p e r a b l e

P e s o  t o ta l

M o t o r

Tr a n s m i s i ó n

M á s t i l e s  d i s p o n i b l e s

D e s p l a z a d o r

Nominal capacity, Tragkraft, Capacité

Load center, Lastschwerpunkt, Centre de charge

Wheels type, Reifen, Type de roues

Driving wheels, Antrieb, Roues motrices

Standard mast, Standard Mast, Mâst standard

Gradeability, Ersteigbarer Hang, Pente superable

Total weight, Gewicht, Poids total

Engine, Motor, Moteur

Transmission, Getriebe, Transmission

Masts, Masten, Mâts

Sideshift, TDL, Seitenschieber

H 3 0 DAModel Technical
speci f icat ions

3.000 kg

500 mm

Neumáticas 12 lonas

4x2 / 4x4 

3.300 mm

35%

4x2 4.556 kg 

4x2 Perkins 404C.22   4cil. / 52 hp / 38 kw

Hidrostática Rexroth

Dúplex: 3,3 - 4,0 m / Tríplex: 4,0 - 4,7 - 5,5 - 6,0 m

Incluido

Technical  detai ls,  Technishe daten, Caractér ist iques techniques

C A R A C T E R Í S T I C A S  T É C N I C A S

Pneumatic 12 plies / Luftreifen 12 Lagen / Pneumatiques 12 lones 

4x4 4.606 kg

4x4 Perkins 404C.22T 4cil. / 61 hp / 45,5 kw

Hydrostatic, Hydrostrat, Hydostatique

Duplex / Triplex

Standard - Integrated, Eingebaut, Integre



H 3 3 D AModel

by

r o u g h  t e r r a i n  f o r k l i f t  t r u c k s



K

L

I

J

D F G

A

E

H

B CM

4.340 mm
1.870mm

640 mm
1.610 mm
2.160 mm
1.270 mm
1.270 mm
1.030 mm

330 mm
3.000 mm
 2.950 mm
 4.980 mm
1.200 mm

A
B
C
D
E
F
G
H
I
J
K
L
M

TOTAL LENGTH
AXLES DISTANCE
REAR PROJECTION
TOTAL WIDTH
TOTAL HEIGHT
FRONT AXLE WIDTH
REAR AXLE WIDTH
DRIVER SEAT HEIGHT
GROUND CLEARANCE
LENGTH UP TO THE CARRIAGE
TURNING RADIUS
AISLE WIDTH
FORKS LENGTH

4X2

4.300 mm
1.950 mm

640 mm
1.610 mm
2.160 mm
1.270 mm
1.245 mm
1.030 mm

330 mm
3.100 mm
 4.450 mm
 6.480 mm
1.200 mm

4X4

C a pa c i d a d  n o m i n a l

C e n t r o  d e  c a r g a

R u e d a s

R u e d a s  M o t r i c e s

M á s t i l  s ta n d a r d

P e n d i e n t e  s u p e r a b l e

P e s o  t o ta l

M o t o r

Tr a n s m i s i ó n

M á s t i l e s  d i s p o n i b l e s

D e s p l a z a d o r

Nominal capacity, Tragkraft, Capacité

Load center, Lastschwerpunkt, Centre de charge

Wheels type, Reifen, Type de roues

Driving wheels, Antrieb, Roues motrices

Standard mast, Standard Mast, Mâst standard

Gradeability, Ersteigbarer Hang, Pente superable

Total weight, Gewicht, Poids total

Engine, Motor, Moteur

Transmission, Getriebe, Transmission

Masts, Masten, Mâts

Sideshift, TDL, Seitenschieber

H 3 3 DAModel Technical
speci f icat ions

3.300 kg

500 mm

Neumáticas 12 lonas

4x2 / 4x4 

3.300 mm

35%

4x2 4.771 kg 

4x2 Perkins 404C.22   4cil. / 52 hp / 38 kw 

Hidrostática Rexroth

Dúplex: 3,3 - 4,0 m / Tríplex: 4,0 - 4,7 - 5,5 - 6,0 m

Incluido - Integrado

Technical  detai ls,  Technishe daten, Caractér ist iques techniques

C A R A C T E R Í S T I C A S  T É C N I C A S

Pneumatic 12 plies / Luftreifen 12 Lagen / Pneumatiques 12 lones 

4x4 4.821 kg

4x4 Perkins 404C.22T 4cil. / 61 hp / 45,5 kw

Hydrostatic, Hydrostrat, Hydostatique

Duplex / Triplex

Standard - Integrated, Eingebaut, Integre



H 5 0 D AModel

by

r o u g h  t e r r a i n  f o r k l i f t  t r u c k s



K

L

I

J

D F G

A

E

H

B CM

A
B
C
D
E
F
G
H
I
J
K
L
M

TOTAL LENGTH
AXLES DISTANCE
REAR PROJECTION
TOTAL WIDTH
TOTAL HEIGHT
FRONT AXLE WIDTH
REAR AXLE WIDTH
DRIVER SEAT HEIGHT
GROUND CLEARANCE
LENGTH UP TO THE CARRIAGE
TURNING RADIUS
AISLE WIDTH
FORKS LENGTH

4.970 mm
2.125 mm

707 mm
1.856 mm
2.385 mm
1.560 mm
1.317 mm
1.175 mm

365 mm
3.580 mm
 3.410 mm
 3.900 mm
1.500 mm

4X2

C a pa c i d a d  n o m i n a l

C e n t r o  d e  c a r g a

R u e d a s

R u e d a s  M o t r i c e s

M á s t i l  s ta n d a r d

P e n d i e n t e  s u p e r a b l e

P e s o  t o ta l

M o t o r

Tr a n s m i s i ó n

M á s t i l e s  d i s p o n i b l e s

D e s p l a z a d o r

Nominal capacity, Tragkraft, Capacité

Load center, Lastschwerpunkt, Centre de charge

Wheels type, Reifen, Type de roues

Driving wheels, Antrieb, Roues motrices

Standard mast, Standard Mast, Mâst standard

Gradeability, Ersteigbarer Hang, Pente superable

Total weight, Gewicht, Poids total

Engine, Motor, Moteur

Transmission, Getriebe, Transmission

Masts, Masten, Mâts

Sideshift, TDL, Seitenschieber

H 5 0 DAModel

5.000 kg

500 mm

Neumáticas 14/18 lonas

4x2 

4.000 mm

32%

7.660 kg 

Perkins 1104C.44T

Hidrostática automotive HP

Dúplex: 4,0 m / Tríplex: 4,0 - 4,7 - 5,5 - 6,0 m

Incluido - Integrado

Technical
speci f icat ions

Technical  detai ls,  Technishe daten, Caractér ist iques techniques

C A R A C T E R Í S T I C A S  T É C N I C A S

Pneumatic 14/18 plies / Luftreifen 14/18 Lagen / Pneumatiques 14/18 lones 

4cil. / 4.400 cm3 / 74,5 kw. / 100 hp

Hydrostatic, Hydrostrat, Hydostatique

Duplex / Triplex

Standard - Integrated, Eingebaut, Integre



Office: 
Carretera de Villanueva km 1
30600 Archena (Murcia) España
Tlf: 	 34 902 200 300
Fax: 	 34 968 670 901

w w w . m e c a n o c o n t i n e n t a l . c o m

atencionalcl iente@mecanocontinental.com

Mecano Continental is free to modify any characteristics and/or specifications of its products, as 
well as any other information hereby conveyed.


